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MODULOS FV MONOCRISTALINO
HALF-CELL ¢ BIFACIAL « VIDRO SIMPLES

S530W-550W
AE MD-144BS Series

IEC 61215 IEC 62716 (Ammonia corrosion) ,
IEC 61730 IEC 61701 (Salt mist corrosion) LLOYDS
Regular Production Surveillance IEC 60068 (Sand and dust)

Ariel

| Type Tested and Monitored IEC 62804 (PID resistance)

www.ae-solar.com




MODULOS FV MONOCRISTALINO
AE SOLAR

S ermutive Shcravee HALF-CELL ¢« BIFACIAL ¢ VIDRO SIMPLES
AE MD-144BS Series S30W-550W

Especificagcées Mecanicas e de Design ‘ 113441 ;30 1086+1
Tipo de célula Mono c-Si PERC, Células Shingled, 158.75 mm h
Numero de células 36x10

Bifacialidade 70 +/-5%

Vidro 2.0 mm, alta transmisséao, antireflexo, temperado
Encapsulante POE

Folha Traseira Branca i

GG

Caixa de Jungéo IP 68 | ,,,,fﬂétﬁﬁmeiﬁ’ﬁ
. - . i L] I
Frame Liga de aluminio anodizado 30mm I |
= b =

2278+1
1089+1
1669+1

Cabo 1 x4 mm?2, 350 mm de comprimento ou adaptado
Tipo de Conector MC 4 / MC 4 compativel

Dimensodes 2278 mm x 1134 mm x 30 mm

Peso 26.5 kg

Resistente a granizo Max. @ 25 mm at 23 m/s T
Carga de Vento 2400 Pa/ 244 kg/ m? " o
Carga Mecéanica 5400 Pa/ 550 kg/ m? (LTI

Frente La7dO Verso

Informacoes da embalagem K o || TE— Te—
Embalagem 72 pgs / palete duplo e i
Capacidade de Carga 720 pgs / 40 HQ ’\K? ‘ Zf@ 30 15 _
Tamanho / Palete 2310 mm x 1140 mm x 2490 mm Orificio de Orificio de Secdo A-A | Segdo BA—‘B
Peso 2016 kg / palete drenagem | montagem ||
Temperatura da célula=25° C 100%
Classificagées de Temperatura 0w ssoow
Temperatura de operagéo (°C) -40 to +85 12 800 Wim?
Coeficiente de temp. Pmnax (%/°C) -0.35
Coeficiente de temp. Vo (%/°C) -0.275
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NOSSA GARANTIA DE PERFORMANCE
| H Garantia de Mercado AE Solar
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600 W/m? 330.7W

400 W/m? 219.0W
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Coeficiente de temp. g
Temp. nominal de Op. NOCT

%/°C) 0.045
°C) 45+ 2

200 W/m? 107.2W

GARANTIA DE DESEMPENHO [%]
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Tens&o [V] Anos

Especificacoes Elétricas (STC*): AE530MD-144BS AE535MD-144BS AE540MD-144BS AE545MD-144BS AE550MD-144BS

Poténcia Max. Nominal Pmax (Wp) 530 6585 540 545 550

Tens&o Maxima Vuee (V) 41.70 41.93 42.15 42.38 42.57
Corrente Maxima Ivpe (A) 12.71 12.76 12.81 12.86 12.92
Tenséo de Circuito Aberto Ve (V) 49.65 49.78 49.90 50.01 51.44
Corrente de Curto-Circuito Isc (A) 13.47 13.52 13.57 13.62 13.67
Eficiéncia do Médulo n (%) 20.5 20.7 20.9 211 21.3

Tolerancia de Poténcia (W) 0=+

Tensdo Max. CC do Sistema (V) 1500

Classificacdo Max. do fusivel  (A) 25

*STC: Condigdes de Teste Padrao (Irradiancia de 1000W/m?, temperatura de célula de 25°C e espectro AM 1,5)

Especificagdes Elétricas (\MOT*):. AE530MD-144BS AE535MD-144BS AE540MD-144BS AE545MD-144BS AE550MD-144BS

Poténcia Max. Nominal Prax (Wp) 400 403 407 410 414

Tensdo Maxima Vuee (V) 39.30 39.50 39.70 39.90 40.10
Corrente Maxima Ivpp (A) 10.17 10.21 10.25 10.29 10.34
Tensao de Circuito Aberto Ve (V) 47.00 47.20 47.40 47.60 47.80
Corrente de Curto-Circuito Isc (A) 10.78 10.82 10.86 10.90 10.94

*NMOT: Temperatura de Operagédo Normal do Mdédulo (Irradiancia de 800W/m?, temperatura ambiente de 20°C, espectro AM 1,5 e velocidade do vento de 1m/s)



