
120

AE HM6L-60 Series 315W-345W 

MONOCRYSTALLINE PV MODULES

FOR AUSTRALIA

94.28

90.88

80.00



20

0/±3

-0.3438

-0.2722

0.0353

AE HM6L-60 Series 315W-345W

44±2

1500

-40 to +85

325

33.89

9.59

41.10

10.20

242

31.43

7.70

37.90

8.24

19.26

330

34.17

9.66

41.30

10.31

246

31.71

7.76

38.12

8.33

19.56

Connector Make and Model 

Cell type

No.of cells

Dimensions

Weight

Junction box

Output cable

Front cover

Frame

Country of Manufacture

Fire Class Rating

320

33.61

9.52

40.90

10.15

238

31.13

7.64

37.46

8.20

18.96

340

34.69

9.80

41.70
10.55

253

32.15

7.87

38.31
8.52

20.15

345

34.95

9.87

41.90
10.64

257

32.43

7.93

38.59
8.59

20.45

AE315HM6L-60 AE320HM6L-60 AE325HM6L-60 AE330HM6L-60

AE335HM6L-60 AE340HM6L-60 AE345HM6L-60

STC NOCT STC NOCT STC NOCT STC NOCT

STC NOCT STC NOCT STC NOCT

33.33

9.45

18.67

234

30.84

7.59

37.24

8.11

335

34.44

9.73

41.50
10.36

19.85

249

31.87

7.81

38.40
8.37

1725x1135x2405
1335 kg /double pallets

64 pcs /double pallets
832 pcs /40HQ

Mono-crystalline 158.75*79.38 mm

120 Cells (60 Full Cells)

1684 x 1002 x 35 mm

350 mm length or customised1 x 4.0mm

IP68, 3 Bypass Diodes

19KG

Königsbrunn,
Alternative Energy(AE) Solar Co.,Ltd

3.2mm Tempered Glass

Staubli PV-KST4-EVO2

 

Anodized Aluminium Alloy Black
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Grounding hole

Junction box

Anode+                 Cathode-

Front Side Back Side

Section A-AMounting hole IIDrainage hole I

Class C

China
Suzhou Xtong PV-XT101.1



144

AE HM6L-72 Series 380W-415W 

MONOCRYSTALLINE PV MODULES

FOR AUSTRALIA

94.28

90.88

80.00



20

0/±3

-0.3538

-0.2769

0.0400

AE HM6L-72 Series 380W-415W

44±2

1500

-40 to +85

390

40.79

9.56

48.50

10.25

290

37.78

7.68

45.20

8.28

19.38

395

41.06

9.62

48.70

10.29

294

38.06

7.72

45.65

8.31

19.63

385

40.53

9.50

48.30

10.21

286

37.49

7.63

44.75

8.25

19.14

405

41.59

9.74

49.10
10.37

301

38.49

7.82

46.37
8.38

20.13

410

41.85

9.80

49.30
10.41

20.38

305

38.76

7.87

46.81
8.41

415

42.09

9.86

49.50
10.45

309

39.03

7.92

47.24
8.44

20.63

AE380HM6L-72 AE385HM6L-72 AE390HM6L-72 AE395HM6L-72

AE400HM6L-72 AE405HM6L-72 AE410HM6L-72 AE415HM6L-72

STC NOCT STC NOCT STC NOCT STC NOCT

STC NOCT STC NOCT STC NOCT STC NOCT

40.25

9.44

18.89

283

37.33

7.58

44.46

8.21

400

41.32

9.68

48.90
10.33

19.88

298

38.34

7.77

46.09
8.34

144 Cells (72 Full Cells)

2008 x 1002 x 35 mm

21KG

380

48.10

10.17

4

R4.5

35 956

2

9

14

1002

20
0
8

Junction box
 +Anode                 Cathode-

Mounting hole

Drainage hole

Front Side Back Side

Section A-AMounting hole IIDrainage hole I

70

7
0

1
67

0

10
9
0

I

II

2-∅
Grounding hole

Mono-crystalline 158.75*79.38 mm

2045x1120x2405
1495 kg /double pallets

64 pcs /double pallets
704 pcs /40HQ

Königsbrunn,
Alternative Energy(AE) Solar Co.,Ltd

Connector Make and Model 

Cell type

No.of cells

Dimensions

Weight

Junction box

Output cable

Front cover

Frame

Country of Manufacture

Fire Class Rating

350 mm length or customised1 x 4.0mm

3.2mm Tempered Glass

Staubli PV-KST4-EVO2

 

Anodized Aluminium Alloy Black

Class C

China
Suzhou Xtong PV-XT101.1

IP68, 3 Bypass Diodes



120

AE HM6L-60 Series 355W-385W 

MONOCRYSTALLINE PV MODULES

FOR AUSTRALIA

94.28

90.88

80.00



20

0/±3

-0.370

-0.286

0.057

AE HM6L-60 Series 355W-385W

45±2

1500

-40 to +85

365

34.2

10.67

41.1

11.50

272

31.74

8.57

37.79

9.29

20.0

370

34.4

10.76

41.3

11.60

275

31.84

8.64

37.87

9.37

20.3

360

34.0

10.59

40.9

11.40

268

31.52

8.50

37.56

9.21

19.8

380

34.8

10.92

41.7
11.80

283

32.28

8.77

38.32
9.53

20.9

385

35.0

11.00

41.9
11.90

286

32.38

8.83

38.40
9.61

21.1

AE355HM6L-60 AE360HM6L-60 AE365HM6L-60 AE370HM6L-60

AE375HM6L-60 AE380HM6L-60 AE385HM6L-60

STC NOCT STC NOCT STC NOCT STC NOCT

STC NOCT STC NOCT STC NOCT

33.8

10.50

19.5

264

31.30

8.43

37.33

9.13

375

34.6

10.84

41.5
11.70

20.6

279

32.06

8.70

38.10
9.45

1790x1135x2415
1315 kg /double pallets

62 pcs /double pallets
806 pcs /40HQ

Mono-crystalline 166*83 mm
120 Cells (60 Full Cells)
1755 x 1038 x 35 mm 
(1765 x 1048 x 35 mm Optional)

19.5KG

355

40.7

11.30

I

II

2-∅
4

R4.5

1
36
0

8
60

992

70

70

2

9

14

17
55

1038 35

Grounding hole

Junction box

Anode+                 Cathode-

Front Side Back Side

Section A-AMounting hole IIDrainage hole I

Königsbrunn,
Alternative Energy(AE) Solar Co.,Ltd

Connector Make and Model 

Cell type
No.of cells
Dimensions

Weight

Junction box
Output cable
Front cover
Frame

Country of Manufacture

Fire Class Rating

350 mm length or customised1 x 4.0mm
IP68, 3 Bypass Diodes

3.2mm Tempered Glass

Staubli PV-KST4-EVO2

 

Anodized Aluminium Alloy Black

Class C

China
Suzhou Xtong PV-XT101.1



144

AE HM6L-72 Series 425W-465W 

MONOCRYSTALLINE PV MODULES

FOR AUSTRALIA

94.28

90.88

80.00



20

0/±3

-0.370

-0.286

0.057

AE HM6L-72 Series 425W-465W

45±2

1500

-40 to +85

435

40.8

10.67

48.70

11.24

324

37.82

8.57

46.05

9.08

20.01

440

41.0

10.74

48.90

11.30

327

37.92

8.62

46.23

9.13

20.24

445

41.2

10.80

49.20

11.36

331

38.16

8.67

46.55

9.17

20.47

430

40.6

10.60

48.4

11.18

320

37.59

8.51

45.73

9.03

19.78

455

41.6

10.94

49.70
11.48

339

38.6

8.78

47.1
9.27

20.93

460

41.8

11.00

49.90
11.53

21.16

342

38.70

8.84

47.39
9.31

465

42.0

11.07

50.10
11.58

346

38.92

8.89

47.74
9.35

21.39

AE425HM6L-72 AE430HM6L-72 AE435HM6L-72 AE440HM6L-72 AE445HM6L-72

AE450HM6L-72 AE455HM6L-72 AE460HM6L-72 AE465HM6L-72

425

STC NOCT STC NOCT STC NOCT STC NOCT STC NOCT

STC NOCT STC NOCT STC NOCT STC NOCT

40.4

10.52

48.2

11.12

19.55

316

37.41

8.45

45.40

8.98

450

41.4

10.87

49.50
11.42

20.70

335

38.38

8.73

46.87
9.22

144 Cells (72 Full Cells)
2094x 1038 x 35 mm

23KG
(2108 x 1048 x 35 mm Optional)

I

II

2-∅
4

9

14

Grounding hole

Junction box

+Anode               Cathode-

Mounting hole
Drainage hole

Front Side Back Side

Section A-AMounting hole IIDrainage hole I

70

70 2

R4.5

20
94

1038 35 992

Mono-crystalline 166*83 mm

2125x1135x2415
1550 kg /double pallets

62 pcs /double pallets
682 pcs /40HQ

Königsbrunn,
Alternative Energy(AE) Solar Co.,Ltd

Connector Make and Model 

Cell type
No.of cells
Dimensions

Weight

Junction box
Output cable
Front cover
Frame

Country of Manufacture

Fire Class Rating

350 mm length or customised1 x 4.0mm
IP68, 3 Bypass Diodes

3.2mm Tempered Glass

Staubli PV-KST4-EVO2

 

Anodized Aluminium Alloy Black

Class C

China
Suzhou Xtong PV-XT101.1


