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IEC 62716 (Ammonia corrosion)
IEC 61701 (Salt mist corrosion)
IEC 60068 (Sand and dust)
IEC 62804 (PID resistance)
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AE ME-110BD Series 530W-550W

MONO-CRYSTALLINE PV MODULES
HALF-CUT CELLS ¢ BIFACIAL * DOUBLE-GLASS

AESOLAR
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Mechanical and design specification ‘ 109541 ‘ .30 104941

Cell type Gallium-doped Mono c-Si PERC, Half-cut cells, 210 mm Gm; NMC Y SRR
No. of cells 110 w |
Bifaciality 70 £ 5% ﬂﬂﬁr
Front cover 2.0 mm glass, high transmission, AR coated, tempered
Encapsulation EVA ]
Back cover 2.0 mm, high transmission solar glass, tempered
Junction box IP68 rated, 3 Bypass Diodes _ WT aUnding e H% -
Frame 30 mm anodized Aluminium alloy % m HHHHr I % %
Cable 1 x4 mm?2, 350 mm length or customized N Il A
Connectors MC 4 / MC 4 compatible I dll
Dimension 2383 mm x 1095 mm x 30 mm HH
Weight 32 kg “\H)Hmr i a‘a
Hail resistance Max. @ 25 mm at 23 m/s AU A
Wind load 2400 Pa or 244 kg/m? AT
Snow load 5400 Pa or 550 kg/m? 7 Mi mﬁmﬁf H\\Wlﬁ i
Packaging configuration 36 pcs / pallet N %g — —
Loading capacity 720 pcs / 40 HQ ,‘EK( i 3[ @ =
Size / Pallet 1130 mm x 1140 mm x 2500 mm (upright) t N 30 | s |
Weight 1223 kg / pallet Drainage hole | Mounting hole Il Section A-A Section B-B
Operating temperature (°C) -40 to +85 2 1000 Win?_550.4 W g
Temp.coefficient of Pryax (%/°C) -0.34 % 15 800 Wi %
Temp.coefficient of Vo (%/°C) -0.25 E 10 jzz x: %
Temp.coefficient of g (%/°C) 0.040 s - z
200 W/m?
Nom. operating temp. NOCT  (°C) 43+2 ‘ ‘ ‘ ‘
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Electrical specifications (STC*): AE530ME-110BD AE535ME-110BD AE540ME-110BD AE545ME-110BD AE550ME-110BD

Nominal Max. Power Pmax (Wp) 530 535 540 545 550

Maximum operating voltage Vuee (V) 30.80 31.00 31.20 31.40 31.60
Maximum operating current Ivep (A) 17.21 17.28 17.33 17.37 17.40
Open-circuit voltage Vo (V) 37.10 37.30 37.50 37.70 37.90
Short-circuit current Isc (A) 18.31 18.36 18.41 18.47 18.52
Module efficiency n (%) 20.31 20.50 20.69 20.89 21.08
Power tolerance (W) 0=15

Maximum system Voltage %) 1500

Maximum series fuse rating (A) 35

*STC: Standard test conditions (Irradiance 1000 W/m?, Cell temperature 25°C and air mass of AM1.5), measurement tolerance Pmax: +3%

Electrical specifications (N\MOT*): AES30ME-110BD AE535ME-110BD AE540ME-110BD AE545ME-110BD AE550ME-110BD

Nominal Max. Power Pmax (Wp) 401 405 409 413 417
Maximum operating voltage Ver (V) 28.60 28.80 29.00 29.20 29.30
Maximum operating current Ivep (A) 14.02 14.06 14.10 14.15 14.19
Open-circuit voltage Voo (V) 34.90 35.10 35.30 35.50 35.70
Short-circuit current lsc (A) 14.73 14.8 14.84 14.88 14.92

*NMOT: Normal Module Operating Temperature (Irradiance 800 W/m?, Ambient temperature 20°C, air mass of AM1.5 and wind speed of 1 m/s)
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